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The Easycab range of wall cabinets designed for 
home/office environment. The cabinet’s structure is 
welded and painted with electro static powder coated 
finish. Easycab available in different sizes. Comply with 
ANSI/EIA RS-310-D, DIN41497 part 1, IEC 297-2, 
DIN41497 part 7, GB/T3047, 2-92 standards.

FEATURES

Easy installation

Standing or wall mounting installation

180 degree turning angle for front door

Cable entry through bottom and top panel

Tempered front glass door

Welded frame

Material SPCC cold rolled steel

Degree of protection IP20

Surface finish

Loading capacity 60 KGS

19” installation

Degreasing, phosphoric, powder coated

3U blanking panel
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ACCESSORIES

Accessories Material Of Construction

5mm toughened glass door /1.2mm SPCC cold rolled steelFront glass door

1.2mm SPCC cold rolled steelCable entry cover

1.2mm SPCC cold rolled steelMounting Profile

-Lock with 2 keys

1.2mm SPCC cold rolled steelFrame

Surface Coating &
Colour

Quantity

Powder coating

Powder coating

Powder coating

-

Powder coating

1 piece

1 piece

1 piece

1 piece

1 piece

ORDERING INFORMATION

Part Number Description Capacity (U) Dimension (mm)

X: R1(RAL 9004), R2(RAL 7035), R3(RAL 9010)

Part Number Packing Qty. Packing Mode N.W
(kg)

G.W
(kg)

Dimension
(mm)

PACKING INFORMATION

15U 600 x 150 Single Section Cabinet1311-156210X 15 770 x 620 x 170

1 x 1 Carton Box 14.5 15.5 770 x 620 x 1701311-156210X
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