
ELECRICAL DATA

ACCESSORIES

Accessories Material Of Construction Surface Coating & Colour

Powder coatedTemp. controller

-Cable 1.2m length

Material SPCC cold rolled steel

Surface Finish Degreasing, phosphoric, powder coated

Washer 1.5 mm

DIGITAL TEMPERATURE UNIT

       www.nordencommunication.com
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NORDEN digital temperature unit adjust inner cabinets 
temperature by intelligent control through fan unit. Simple 
structure ensure easy installation and cabling operation 
with 2 way output.

STANDARDS

ANSI/EIA RS-310-D; IEC60297-2
DIN41494, PART1; DIN41494, PART7; ETSI

-Temperature sensor

Zinc ColourM6 Square nut

Zinc ColourM6 B-head screw

Description

Input

Output

Consumption

Power supply

Voltage/Frequency

Parameter

PTC (10 KΩ)

2-way output

3 W

220 VAC

220 V 50-60 Hz

Current 13A

Plug Type UK

Accuracy ±1ºC

Display 2 way 8 section digital pipe, red

Ambient temperature -10 ºC to -70 ºC

Maintain temperature -20 ºC to -80 ºC

Ambient humidity <85 % RH

Installation 19” standard.

ORDERING  INFORMATION

BlackAllen wrench

BlackM4 Screw

Quantity

1 piece

1 piece

1 piece

4 piece

4 piece

1 piece

8 piece

1.2mm SPCC cold rolled steel
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Steel

Steel

Steel

Steel

Part Number

1337-1X

Description

Digital Temperature Unit

X: R1(RAL 9004), R2(RAL 7035), R3(RAL 9010)

ORDERING  INFORMATION
Part Number

1337-1X

Packing Qty.

10 x 1

N.W (kg)

12.0

Dimension (mm)

330 x 280 x 270

Packing Mode

Carton Box

G.W (kg)

13.0
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