
Pole 1.5mm SPCC cold rolled steel 2 piece

Plinth 2.0mm SPCC cold rolled steel 2 piece

Material SPCC cold rolled steel

Loading capacity 150 kg

Surface Finish Degreasing, phosphoric, powder coated
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Horizontal beam 2.0mm SPCC cold rolled steel 2 piece

Powder coating

Powder coating

Powder coating

Material thickness Plinth: 2.0 mm, Pole: 1.5 mm, Front / bottom beams: 2.0 mm

2’’ heavy castor - 4 piece-

Square screw & nut steel 10 SetZinc colour

Allen wrench steel 1 pieceBlack colour

1325-226600X 22U 600 x 600 2- Post Open Rack 22 600 x 600 x 1166

X: R1(RAL 9004), R2(RAL 7035), R3(RAL 9010)

1325-276600X 27U 600 x 600 2- Post Open Rack 27 600 x 600 x 1388

1325-326600X 32U 600 x 600 2- Post Open Rack 32 600 x 600 x 1610

1325-376600X 37U 600 x 600 2- Post Open Rack 37 600 x 600 x 1833

1325-426600X 42U 600 x 600 2- Post Open Rack 42 600 x 600 x 2055

1325-476600X 47U 600 x 600 2- Post Open Rack 47 600 x 600 x 2277

Vertical Manager Yes ( Plastic )

132G-428100X 42U 800 x 1000 4 Post-Open Rack with 2 Vertical Cable Managers in front side 42 800 x 1000 x 2055
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1 x Flat PackingPole x 2

Note:
*Net Weight = Net Weight of total number of flat packing.
*Gross Weight = Gross Weight of total number of flat packing.
*Gross Volume = Gross Volume of total number of flat packing.

1 x Flat PackingBeam x 2/Plinth x 2

2 x Flat PackingTotal Number of Flat Packing

2 x Flat Packing Carton Box 21.0 22.0 0.0481325-226600X

2 x Flat Packing Carton Box 23.0 24.5 0.0541325-276600X

2 x Flat Packing Carton Box 26.0 27.5 0.0611325-326600X

2 x Flat Packing Carton Box 29.0 30.5 0.0671325-376600X

2 x Flat Packing Carton Box 32.0 34.0 0.0741325-426600X

2 x Flat Packing Carton Box 34.5 36.5 0.0801325-476600X

1 X Flat Packing Carton Box 27.0 28.0 0.009132G-428100X


