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ENH-CDJ6600

JUNCTION BOX FOR EYENOR
DOME CAMERA

FEATURES

Junction box for Eyenor Compact dome camera 

M
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EL Model No.

Type

SPECIFICATION

Application

ENH-CDJ6600

Housing for Eyenor Box camera
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Aluminum Alloy Housing

Easy and flexible installation

IP66-rated 

117 x117x36 mmDimensions

0.2KgWeight

Aluminum alloyMaterial

ORDERING INFORMATION

PACKING INFORMATION

ENH-CDJ6600

Part Number Description Standard Quantity

1

Part Number Packing Mode

Carton Box 0.2

Gross Weight (kg) Dimension (mm)

Junction Box for Compact Dome Eyenor Camera

ENH-CDJ6600 117 x117x36 

Dimension Diagram

HOUSING FOR EYENOR BOX CAMERA WITH IP66 RATING 

Anti-corrosive and ultraviolet-proof material to enhance

outdoor durability 

Combined with adjustable sun shade from direct solar radiation 

Integrated infrared lights and support group controls, cooperate

with the EYENOR Network Box Camera.

Built-in temperature control module, it can automatically control

heater and fan's working condition according to ambient temperature 

Heater on with simultaneous fan against foggy glass cover

Easy and flexible installation with side open structure

IP66-rated 

109 mm
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