
NORDEN Power Distribution Units are designed and 

manufactured in a for cabinets. The product is equipped 

with sockets meeting different Industrial systems and 

standards. Products can be produced accordingly to 

customer’s special requirement. No change to the 

cabinet is required for product installation.

POWER DISTRIBUTION UNIT CEE 7/3 
SOCKET WITH SWITCH 1U

       www.nordencommunication.com
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Nominal current 16A

Maximum load current available in 16A or 32A

Input frequency 50 or 60 Hz

Maximum load capacity 4KW Or 8KW

Operating Environment -5 °C to +45 °C

Operating Relative Humidity 5 – 95 %

Operating Elevation 0-3000 metres

Storage Temperature -25 °C to +65 °C

Storage Relative Humidity 5 – 95 %

ELECTRICAL & ENVIRONMENTAL DATA

Storage Elevation 0-15000 meter

FEATURES

l  19" Installation, 1U Size
l  8 Way CEE 7/3 Outlet
l  45° angled outlet with switch
l  Cable with CEE 7/7 plug

Metal

Aluminium

Rectangular

16A

1.50 mm²

SPECIFICATION

Material

Material quality 

Housing shape

Nominal current 

Cable core cross section 

Surface treatment  Anodised

Type of surface  Matt

Degree of protection (IP)  IP20

Rotated central insert  Yes

Angle rotated central insert  45°

Control function Switch

Colour  Black

ORDERING INFORMATION

Part Number Description

06 Way PDU CEE 7/3 Socket with Switch, 16 Amp, CEE 7/7 plug, 2.0 meter cable, 19” installation, 1U153C-206C06N004X

16 Amp PDU

X: R1(RAL 9004), R2(RAL 7035), R3(RAL 9010)

8 Way PDU CEE 7/3 Socket with Switch, 16 Amp, 2.0 mtr cable, 19” installation, 1U153C-208C08N004X

12 Way PDU CEE 7/3 Socket with Switch, 16 Amp, CEE 7/7 plug, 2.0 meter cable, Vertical installation.153C-212C12N004X


