
The  NAC-6012DL  single door series of electromagnetic lock comes 

in various types like those without indicator lights, with LED and door 

sensor, time delay and buzzer. The lock size is of 265Lx72Wx40H mm 

and a holding force of 500kg. The lock is made of anodized aluminium 

surface texture processing.  It weighs around 4.5Kg.

Wiring diagram
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Single door 500KG Electromagnetic lock

Part Number  Description

NAC-6012DL Single door 500KG Electromagnetic lock (LED, door sensor) 

Ordering Information

Lock size                                        265Lx72Wx40H(mm)

Armature Plate                              185Lx60Wx13H(mm)

Holding Force                               500kg (1200Lbs)

Voltage                                          DC12V or DC24V (adjustable)

Current Draw                                 12V/420mA 24V/210mA

Signal Output                                Dry Contact, Max Rating of Contact Current 3A

Surface Temp                                 ≤20°C

Operating Temp                            -10°C ~ 55°C

Suitable Humidity                         0~90%(non-condensing)

Finishes for Shell                           Anodized aluminum surface texture processing

Finishes for Magnetic                    Zinc

Finishes for Armature                    Zinc

Weight                                           4.5kg

Standard Packing                           4pcs

N.C
Electromagnetic lock

Electric door bell Access Control Power supply

N.O.
Connect to door bell

Alarm System

24 Hour N.C
Protection zone

High potential
Low potentialN.C.

Release Button
(Inside the house)

More release buttons
can be connected
in paraller

H N.C L
TAMPER

N.O
EG GND

N.O
DOOR BELL 12VDC

Psuh
GND

12V

N.O.

N.O.

N.C COM N.O
OUTPUT 1

N.C COM N.O
OUTPUT


	Page 1

