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STEEL FACE PLATE

Norden brushed stainless steel faceplates allow mounting any two
combination of keystone Jacks or blank or Euro module. Stainless
steel faceplates are ideal for use in environments that require greater
durability and a sanitary, easy-to-clean solution. This face plate is ideal
for space limited areas or desk-top trunking where a fixed number of
ports are to be installed and modularity is not required.

DESIGN & MATERIALS

Material   Brushed stainless steel

Face Plate Type Euro Style or UK Style

UK Style 86 x 86 mm 

Euro Style  80 x 80 mm

Standard keystone Footprint Panel opening 14.7 mm x 19.30 mm 

No of connecting Ports 1- 6 ports 

Operating Temperature -10 °C to +60 °C 

ORDERING INFORMATION

Part Number                Description

124-22101X Steel Face Plate Plain 01 Port

124-22102X Steel Face Plate Plain 02 Port

X: CM(Chrome), GD(Golden)

PACKING INFORMATION

Part Number                Packing Qty. Packing Mode N.W
(kg)

G.W
(kg)

Dimension
(mm)

124-22101X 10 x 10 x 1 Carton Box 14.3 15.3 505 x 330 x 228

124-22102X 10 x 10 x 1 Carton Box 15.8 16.8 505 x 330 x 228

124-23102X Steel Face Plate Plain 02 Port with Screw

124-23102X 10 x 10 x 1 Carton Box 16.8 17.8 505 x 330 x 228
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