
Flat styles

Comes with Fixing screws

Conforms to ANSI/TIA/EIA 568A-B.2.2001 standards

Designated label area

Spring loaded shuttered Port for Protection 

Accell offers a variety of face plates to provide the basis for a wide range of possible information outlet combinations. Accell face plates accept 
any combination of Accell keystone Jacks. These are available in shuttered and blank (modular) forms with UK or Euro styles. The module 
features a designated area for labeling These are supplied with M3.5 mounting screws are interchangeable with Global UTP patch panels. Accell 
faceplate is the ideal solution for ofce environments where multiple services need to be supplied at one location.

FACE PLATE

FEATURES

PRODUCT OVERVIEW
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Part Number Description

AFP11201X

AFP11202X

AFP11204X

UK Face Plate Plain 01 Port (86x86mm)

UK Face Plate Plain 02 Port (86x86mm)

UK Face Plate Plain 04 Port (86x86mm)

ORDERING INFORMATION

Part Number Packing Mode N.W
(kg)

G.W
(kg)

Dimension
(mm)

AFP11201X

AFP11202X

AFP11204X

Carton Box

Carton Box

Carton Box

20.5

20.5

20.5

24.2

24.2

24.2

620 x 420 x 430

620 x 420 x 430

620 x 420 x 430

PACKING INFORMATION

Packing Qty.

40 x 20 x 1

40 x 20 x 1

40 x 20 x 1

Product Type Dimension

Material

Face Plate Type

Angle

Operating Temperature

Dimension

Colour

High Impact Thermoplastic (ABS) UL94V-0 Fire retardant

Single Gang Euro or UK style

45°

-10°C to +60°C

86x86mm

White or other as per request

DIMENSION CHARACTERISTICS
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