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Network port balanced output audio

Audio signal level indicator

FEATURES

Partition source control and volume control

With digital screen & 24VDC power supply

Mp3 play and independent volume control knob

1 line input and independent volume control knob

Specifications

Model 

Operating Voltage

MIC input sensitivity

MIC frequency response

NVS-PA0003008WP

10±2mV

100Hz～15kHz（±3dB）

20Hz～20kHz（±3dB）

LINE input sensitivity 300±50mV

DC 24V

-10dBUSB input sensitivity

AUX frequency response

Noise <0.5mV

<0.5% 1KHz

2000±100 mV

145mm×80mm×47mm

310mm×180mm×95mm (1PS)

0.4Kg

0.7Kg (1PS)

1 MIC input and independent volume control knob

Distortion

Net port output level(balance）

Machine size

Packing size

Net weight

Gross weight
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1. Digital screen 2. Audio source selection button +

3. Audio source selection button - 4. Volume control button +

5. Volume control button - 6. Output level indicator

7. Last song 8. MP3 volume adjustment

9. Play/Pause 10. Next song

11. LINE volume adjustment 12. MIC volume adjustment

APPEARANCE

13. MIC input interface 14. LINE input terminal

15. USB

Part Number

NVS-PA0003008WP

ORDERING INFORMATION

1 No.

Standard QuantityDescription

8 Zones Remote Control Panel

PACKING INFORMATION

Part Number

NVS-PA0003008WP

Packing Mode Dimensions(mm)Gross Weight(kg)

Carton Box 310×180×95 (1PS)0.7
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