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Applicable in the straight through or branch connection of internal and external
optical cable.
IP 65 Rated
Wall mounted with mechanical protection function
Maximum fibre Capacity 4 fibres
adaptor output 4
Available for FC, SC, ST, LC adaptors
Hinge and convenient press-pull button Lock design

Widely used in FTTH access Network
Telecommunication Network
CATV Networks
Datacommunication Networks
Local Area Networks

Mounting  Type Wall & Pole

Colour Beige or White 

Material ABS Plastic

Wall Type Fixed

Cable Inlet from bottom 2

Cable Outlet from bottom 16 , 48

Key lock Yes

Environment Temperature -20°C to +60°C



323-21SC016X SC 16 Port Simplex Fibre Optic Distribution  Box External 250.4 x 322.5 x 91.9

323-21SC048X SC 48 Port Simplex Fibre optic Distribution Box External 355.8 x 380 x 140.45

323-21ST016X ST 16 Port Simplex Fibre Optic  Distribution Box External 250.4 x 322.5 x 91.9

323-21ST048X ST 48 Port Simplex Fibre optic Distribution Box External 355.8 x 380 x 140.45

323-21FC016X FC 16 Port Simplex Fibre Optic  Distribution Box External 250.4 x 322.5 x 91.9

323-21FC048X FC 48 Port Simplex Fibre optic Distribution Box External 355.8 x 380 x 140.45

323-22LC016X LC 16 Port Duplex Fibre Optic  Distribution Box External 250.4 x 322.5 x 91.9

323-22LC024X LC 24 Port Duplex Fibre optic Distribution Box External 355.8 x 380 x 140.45

323-21E2016X E2000 16 Port Simplex Fibre Optic  Distribution Box External 250.4 x 322.5 x 91.9

323-21E2048X E2000 48 Port Simplex Fibre optic Distribution Box External 355.8 x 380 x 140.45

X: BG(Beige), WH(White)

*: The Product Picture is just for the reference, The actual product design will change according to the dimensions


