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FEATURES

Designed for installation of overvoltage protection elements.
180 degree opening door provides easy access.
Equipped with document wallet for storing system information.
Fully lockable door protects unauthorized access.
Available in different sizes.

ORDERING INFORMATION

Part Number Description Size (mm)

223-312M0200 200 Pair Distribution Cabinet 430 x 500 x 150

223-312M0340 340 Pair Distribution Cabinet 1000 x 300 x 130

223-312M0400 400 Pair Distribution Cabinet 1100 x 280 x 150

223-312M0680 680 Pair Distribution Cabinet 1000 x 500 x 130

223-312M0800 800 Pair Distribution Cabinet 1100 x 500 x 150

223-312M1020 1020 Pair Distribution Cabinet 1000 x 750 x 130

223-312M1200 1200 Pair Distribution Cabinet 1100 x 720 x 150

PACKING INFORMATION

Part Number                Packing Qty. Packing Mode N.W
(kg)

G.W
(kg)

Dimension
(mm)

223-312M0200 1 x 1 Carton Box 9.0 10.0 440 x 520 x 170

223-312M0340 1 x 1 Carton Box 12.0 14.0 1120 x 300 x 180

223-312M0400 1 x 1 Carton Box 12.0 14.0 1140 x 300 x 180

223-312M0680 1 x 1 Carton Box 22.0 24.0 1120 x 520 x 150

223-312M0800 1 x 1 Carton Box 22.0 24.0 1140 x 520 x 180

223-312M1020 1 x 1 Carton Box 32.0 34.0 1120 x 770 x 150

223-312M1200 1 x 1 Carton Box 32.0 34.0 1140 x 750 x 180

WALL MOUNTED CABLE DISTRIBUTION CABINET

The wall mounted distribution cabinets are designed for easy installation. 
The metal bars can accommodate either connection or disconnection 
modules. The Cable glands in various sizes and numbers for cable feed 
in through floor and roof rubber holes are provided with the cabinets. The 
boxes are manufactured in mild steel and finished in grey colour. 


