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Type 32Ch Embedded Network Video Recorder 
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 Video Input 32-ch
Two way Audio Input 1-ch, RCA
Incoming Bandwidth 384Mbps
Outgoing Bandwidth 384Mbps
HDMI/VGA Output VGA:

1920x1080p/60Hz, 1920x1080p/50Hz, 1600x1200/60Hz, 1280x1024/60Hz, 1280x720/60Hz, 1024x768/60Hz
HDMI1/HDMI2(HDMI audio output is not supported):
4K (3840x2160)/30Hz, 1920x1080p/60Hz, 1920x1080p/50Hz, 1600x1200/60Hz, 1280x1024/60Hz,
1280x720/60Hz, 1024x768/60Hz

Audio Output 1-ch, RCA
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G Compression H.265+/H.265/H.264

Recording Resolution 12MP/8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/D1/2CIF/CIF
Live view/Playback 12MP/8MP/6MP/5MP/4MP/3MP/1080p/960p/720p/D1/2CIF/CIF
Preview Capability 2 x 12MP@30, 4 x 4K@30, 8 x4MP@30, 9 x 4MP@25, 16 x1080P@30, 32 x 960P@25
Synchronous Playback 16-ch
Corridor Mode Screen 3/4/5/7/9/10/12/16/32
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VCA Detection Face detection, Intrusion , Crossing line , Audio detection, Defocus detection, Scene change detection, 
Auto tracking, Missing Object behind, Object removed

VCA Search Face Search, Behaviour search
Statistical Analysis People Counting

FEATURESFEATURES

32-Channel input

Support H.265+, H.265, H.264 video formats

8 SATA HDDs, Up to 10TB for each HDD

HDMI and VGA simultaneous output

32CH EMBEDDED NETWORK VIDEO RECORDER32CH EMBEDDED NETWORK VIDEO RECORDER
ENR-08032-N-IRKENR-08032-N-IRK

32Ch Embedded Network Video Recorder - None - Version: 2.0
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E Protocols P2P, UPnP, NTP, DHCP, PPPoE

Compatibility ONVIF,SDK, API (Optional)
Network 2 RJ45 10M/100M/1000M self-adaptive Ethernet Interfaces
Alarm Interface 16/4
USB Front panel: 2 x USB2.0,Rear panel: 1 x USB3.0
Remote Connection 128
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Power per POE Port N/A
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SATA 8 SATA Interface
Capacity Up to 10TB for each HDD
Array Type RAID 0, 1, 5, 6, 10
eSATA Supported
N+M Hot Standby N/A
ANR Supported
External Storage Supported
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Power Supply 100~240 VAC
Power Consumption  ≤ 25 W (without HDD)
Working Environment -10°C~+ 55°C (+14°F~+131°F), Humidity ≤ 90% RH (non-condensing)
Dimensions (W×D×H) 442mm ×426mm× 89mm (17.4" × 16.8"× 3.5")
Weight (without HDD) ≤ 5.7Kg (12.57lb)

Dimension Unit : mmDimension Unit : mm

ORDERING INFORMATIONORDERING INFORMATION
Part NumberPart Number DescriptionDescription Standard QuantityStandard Quantity

ENR-08032-N-IRK 32Ch Embedded Network Video Recorder with 8 HDD Bays Supports 4K Cameras HDMI VGA RAID
Smart analytics and ONVIF
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PACKING INFORMATIONPACKING INFORMATION
Part NumberPart Number Packing ModePacking Mode Gross weight(Kg)Gross weight(Kg) Dimension(mm)Dimension(mm)

ENR-08032-N-IRK Carton Box ≤ 5.7Kg (12.57lb) 442mm ×426mm× 89mm (17.4" × 16.8"× 3.5")
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