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IR IP H.265 COMPACT BULLET CAMERA

ENV-HCB5F/7F-30R-17

FEATURES

 Day/night functionality

Smart IR, up to 30M IR distance

Optical glass window

 3D DNR (Digital Noise Reduction)

Triple streams

IR anti-reflection window

 H.265, H.264, MJPEG

 ONVIF Conformance

 IP66

H.265, H.264, MJPEG

1080P (1920×1080): Max.25 fps; 720P (1280×720):
Max.30 fps; D1 (720×576): Max. 8 fps

Triple

Video Compression

Frame Rate

Video Streaming

1/2.7", 2.0 Megapixel, Progressive scan, CMOS

4.0mm (Optional 6mm)

80.8° (54.9°)

Auto/Manual, 1/6~1/100000s

Color: 0.02Lu×(F1.8,AGC ON), 0 Lux with IR on

Up to 30M IR range

IR-cut filter with auto switch (ICR)

>52dB

Digital

2D/3D

CA
M

ER
A

Image Sensor

Lens

Angle of View(H)

Shutter

Min. Illumination

IR Range

Day/Night

S/N

WDR

Noise Reduction

M
O

D
EL Model No.

Type

SPECIFICATION

ENV-HCB5F-30R-17

2MP IR IP H.265 Compact Bullet Camera

VI
D

EO Up to 8 OSDsOSD

SupportedROI

Up to 8 areasPrivacy Mask

SupportedCorridor Mode

Up to 4 areasMotion Detection

1920 × 1080Max. Resolution

IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, PPPoE, RTP, RTSP, RTCP, DNS, DDNS, NTP, FTP, UPnP, HTTP, HTTPS,
SMTP, 802.1x

Protocol

ONVIF, APICompatibility

N
ET

W
O

RK

SupportedHLC

1 RJ45 10M/100M Base-TX EthernetNetwork

ENV-HCB7F-30R-17

4MP IR IP H.265 Compact Bullet Camera

1/3", 4.0 Megapixel, Progressive scan, CMOS

Field Of View

o120

76.8° (49.4°)

2592 × 1520

4MP (2592×1520): Max.20 fps; 4MP (2560×1440): Max.25 fps,
3MP (2048×1520): Max.30 fps; 1080P (1920×1080): Max.30 fps
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ENV-HCB5F/7F-30R-17

IR IP H.265 COMPACT BULLET CAMERA

Dimension Unit: mm

Ordering Information

Packing Information

Part Number Description Standard Quantity

1

Part Number Packing Mode

Carton Box 0.25

Gross Weight (kg) Dimension (mm)

157.3×62.4×63

2MP IR IP H.265 Compact Bullet Camera with 4mm (Optional 6mm) Fixed Lens,
PoE and 30M IR supportENV-HCB5F-30R-17

ENV-HCB5F-30R-17

M
O

D
EL Model No.

Type

SPECIFICATION

ENV-HCB5F-30R-17

2MP IR IP H.265 Compact Bullet Camera

12VDC, PoE (IEEE802.3af)

Power consumption: Max 5.0W

-30°C ~ +60°C, Humidity ≤ 95% RH(non-condensing) 

Power

Working Environment

IP66Ingress Protection

157.3×62.4×63mmDimensions

0.25kgWeight

G
EN

ER
A

L

ENV-HCB7F-30R-17

4MP IR IP H.265 Compact Bullet Camera

Carton Box 0.25 157.3×62.4×63ENV-HCB7F-30R-17

1
4MP IR IP H.265 Compact Bullet Camera with 4mm (Optional 6mm) Fixed Lens,
PoE and 30M IR supportENV-HCB7F-30R-17


	Page 1
	Page 2

