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ORDERING INFORMATION

Line Jack 2 Series Line Jack 3 Series

Part Number Description Part Number Description

225-21 LJ2/1A Master IDC 225-31 LJ3/1A Master IDC

225-22 LJ2/2A PBX Master IDC 225-32 LJ3/2A PBX Master IDC

225-23 LJ2/3A Secondary IDC 225-33 LJ3/3A Secondary IDC

225-24 LJ2/4A Master Screw Terminal 225-34 LJ3/4A Master Screw Terminal

225-25 LJ2/5A PBX Master Screw Terminal 225-35 LJ3/5A PBX Master Screw Terminal 

225-26 LJ2/6A Secondary Screw Terminal 225-36 LJ3/6A Secondary Screw Terminal

Line Jack 4 Series Line Jack 4 Series

Part Number Description Part Number Description

225-41 LJ4/1A Master IDC 225-51 LJ5/1A Master IDC

225-42 LJ4/2A PBX Master IDC 225-52 LJ5/2A PBX Master IDC

225-43 LJ4/3 Secondary IDC 225-53 LJ5/3A Secondary IDC

225-44 LJ4/4 Master Screw Terminal 225-54 LJ5/4A Master Screw Terminal

225-45 LJ4/5 PBX Master Screw Terminal 225-55 LJ5/5A PBX Master Screw Terminal 

225-46 LJ4/6 Secondary Screw Terminal 225-56 LJ5/6A Secondary Screw Terminal

PACKING INFORMATION

Part Number                Packing Qty. Packing Mode N.W
(kg)

G.W
(kg)

Dimension
(mm)

Master IDC 25 x 10 x 1 Carton Box 11.0 12.0 355 x 315 x 510

PBX Master IDC 25 x 10 x 1 Carton Box 11.0 12.0 355 x 315 x 510

Secondary IDC 25 x 10 x 1 Carton Box 11.0 12.0 355 x 315 x 510

Screw Terminal 25 x 10 x 1 Carton Box 11.0 12.0 355 x 315 x 510

PBX Master Screw 25 x 10 x 1 Carton Box 11.0 12.0 355 x 315 x 510

Secondary Screw 25 x 10 x 1 Carton Box 11.0 12.0 355 x 315 x 510

LINE JACK

Norden Line Jack series can be either surface or flush mounted. 
Termination is 3 way BT 238A IDC connectors or screw terminals. White 
high gloss ABS material used for the housing materials. Wide range of 
line jacks available.

Line Jack 2 Series comes with Surface mounted only. Line Jack 3 Series 
comes with Surface or flush mounted. Line Jack 4 Series contains two 
independent electrically isolated circuits within the single housing. Line 
Jack 5 Series contains two electrical circuit connected in parallel within 
the housing. All series complete with a fully shuttered BT 601A Jack 
socket outlet.


