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Video Input 8 Ch
Two way Audio Supported
Audio Input 1-ch, RCA
Incoming Bandwidth 64 Mbps
Outgoing Bandwidth 48 Mbps
HDMI Output 3840x2160, 1920x1080, 1600x1200, 1280x1024, 1280x720,1024x768
VGA Output 1920x1080, 1600x1200, 1280x1024, 1280x720, 1024x768
Audio Output 1-ch, RCA
Video Encryption Supported
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Compression H.265+, H.265, H.264
Recording Resolution 4K/5MP/4MP/3MP/1080p/960p/720p/D1/2CIF/CIF
Live view/Playback 4K/5MP/4MP/3MP/1080p/960p/720p/D1/2CIF/CIF
Preview Capability 1 x 4k@30, 1 x 5MP@30, 2 x 4MP@30, 4 x 3MP@25, 4x 1080p@30, 8 x 720p@30
Synchronous Playback 8-ch
Corridor Mode Screen 3/4/5/7/9
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VCA Search Face Search, Behaviour Search
Statistical Analysis N/A
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Protocols P2P, UPnP, NTP, DHCP, PPPoE
Compatibility ONVIF PROFILE (S,G,T) ,SDK/API
Network 1 x RJ45 10M/100M Self Adaptive Ethernet Port
USB Rear panel: 2 x USB2.0
Remote Connection 128
Client Eyenor VMS

FEATURESFEATURES

08 Channel input

Support H.265+, H.265, H.264 video formats

1 SATA HDDs, Up to 6TB

HDMI and VGA simultaneous output

Support PoE

8CH EMBEDDED NETWORK VIDEO RECORDER8CH EMBEDDED NETWORK VIDEO RECORDER
ENR-01008-N-8PKENR-01008-N-8PK

None

★Product specification and availability are subject to change without notice.
8CH EMBEDDED NETWORK VIDEO RECORDER - GB - Version: 2.0

www.nordencommunication.com/eyenor
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PoE Interface 8 RJ-45 10M/100M Self Adaptive Ethernet Port
Power per PoE Port Max 30W for single port &  Max 75W in total
Standard IEEE 802.3at, IEEE 802.3af
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SATA 1 SATA Interface
Capacity Up to 6TB for each HDD
Array Type N/A
eSATA N/A
N+1 Hot Standby N/A
ANR Supported
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Power Supply 52V DC
Power Consumption ≤9 W (without HDD)
Working Temperature -10 °C ~ + 55 °C 
Working Humidity ≤ 90% RH (non-condensing)
Dimensions (W×D×H) 260×240× 46 mm
Weight (without HDD) ≤1.1 Kg 

Dimension Unit : mmDimension Unit : mm

ORDERING INFORMATIONORDERING INFORMATION
Part NumberPart Number DescriptionDescription Standard QuantityStandard Quantity

ENR-01008-N-8PK 8Ch Embedded Network Video Recorder With 1 HDD Bay, 8# PoE Ports, HDMI, VGA and ONVIF
support

1

PACKING INFORMATIONPACKING INFORMATION
Part NumberPart Number Packing ModePacking Mode Gross weight(Kg)Gross weight(Kg) Dimension(mm)Dimension(mm)

ENR-01008-N-8PK Carton Box ≤1.1 260×240× 46

8CH EMBEDDED NETWORK VIDEO RECORDER8CH EMBEDDED NETWORK VIDEO RECORDER
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None

★Product specification and availability are subject to change without notice.
8CH EMBEDDED NETWORK VIDEO RECORDER - GB - Version: 2.0
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