
DESCRIPTION
NVS-10720030BS is a Waterproof Outdoor Column Speaker with built-in 70V/100V transformer. Its surface have UV Antiultraviolet paint
treatment, with a strong textured appearance and capable of providing professional levels. The net cover is made of rust proof aluminum and
designed for weatherproof applications which will ensure long-term durability, high sensitivity, clear and sonorous sound. Easy and secure
wall mount installation in outdoor area through the supplied pair of metal mounting brackets.

FEATURES
Small and elegant appearance

Wide frequency response

Weatherproof column type loudspeaker

Solid aluminum alloy box, not easy to deformation and rust.

Equipped with power tap, independently adjustable, multiple choices of input mode

Equipped with 3 "Gray polypropylene drum paper full frequency cone-type bass unit and 2" treble unit combination

E type pure copper wire audio transformer to ensure fidelity of audio output

Specifications
Model NVS-10720030BS
Rated Power 30W

Driver Unit 3"×4, 2"×1

Frequency Response 140Hz-20kHz

Power Taping Options 2/4/8/15/30W

Input Voltage/Impedance 70V/100V, 4Ω
Sensitivity(1m,1w) 89dB±3dB

Maximum SPL(1m) 107dB±3dB

Weight 3 kg

Dimension 109×102x376mm

ORDERING INFORMATION
Part Number Description Standard Quantity
NVS-10720030BS Outdoor Waterproof Column Speaker 30W 1
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