
Norden Freestanding Telephone distribution cabinet-IP55 is 
designed for external telecommunication purposes, it provides 
easy installation and maintenance. The metal bars can 
accommodate either connection or disconnection modules. The 
Cable glands in various sizes and numbers for cable feed in 
through floor holes provided with the cabinets.

PACKING INFORMATION

Easy installation

Fully Lockable door, it protects unauthorized access

Protection Rank: IP55

Degree of Protection

Service Temperature

Serving Humidity

Insulate resistance

IP55
O-5〜40C

＜85％

≥1000MΩ

Door Single

223-422M0200 0200 Pair Freestanding Telephone Distribution Cabinet-IP55 1030 x 540 x 310

223-422M0200 1 x 1 1050 x 560 x 330Carton Box 35 36

Material  SMC (Sheet molding compound)

223-422M0340 0340 Pair Freestanding Telephone Distribution Cabinet-IP55 1030 x 540 x 310

223-422M0400 0400 Pair Freestanding Telephone Distribution Cabinet-IP55 1030 x 540 x 310

223-422M0680 0680 Pair Freestanding Telephone Distribution Cabinet-IP55 1450 x 750 x 320

223-422M0800 0800 Pair Freestanding Telephone Distribution Cabinet-IP55 1450 x 750 x 320

223-422M1020 1020 Pair Freestanding Telephone Distribution Cabinet-P55 1450 x 750 x 320

223-422M1200  1200 Pair Freestanding Telephone Distribution Cabinet-IP55 1450 x 750 x 320

223-422M2400 2400 Pair Freestanding Telephone Distribution Cabinet-IP55 1450 x 750 x 540

223-422M0340 1 x 1 1050 x 560 x 330Carton Box 40 41

223-422M0400 1 x 1 1050 x 560 x 330Carton Box 45 46

223-422M0680 1 x 1  1600 x 800 x 350Carton Box 70 71

223-422M0800 1 x 1 1600 x 800 x 350Carton Box 75 76

223-422M1020 1 x 1 1600 x 800 x 350Carton Box 80 81

223-422M1200 1 x 1 1600 x 800 x 350Carton Box 85 86

223-422M2400 1 x 1 1650 x 800 x 580Carton Box 88 90


