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Protection from dirt, dust, oil, and other non-corrosive material

Complete protection from contact with enclosed equipment

Support telegraph pole mounting

Custom with cutouts, insulation, cooling system, hinges, latches.

Waterproof Lock

Cable entrance with waterproof flange

ANSI/EIA,RS-310-D;IEC297-2;DIN41491:PART1.

DIN41494:PART7; GB/T3047.2-92 standard and ETSI standard.

Material SPCC cold rolled steel

Degree of protection IP55

Surface finish
Degrease, acid pickling, rust prevention, and Parkerizing, 
pure water cleaning, static electricity powder coating

Loading capacity Max Static loading- 60 KG

Material thickness Mounting profile: 1.2mm, Other: 1.2mm

Fan 220v. 21W

Pole Mounting Accessories 2 brackets,  2 pole-mounted kits & cage nuts

Colour RAL9005(black);RAL7035(grey)
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06U 250 X 150  Single Section Pole Mount Cabinet IP 55 1566-06G220X 06 250 x 150 x 300
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1.2mm SPCC steelTop Cover Powder coating 1

Black RubberDoor Seal \ 1

SPCC T=1.2Door Knob GE 1

SPCC T=1.2Release fastener Powder coating 6 or 12

SPCC T=1.2Bottom Panel Powder coating 1

12U 600 X 500 Single Section Pole Mount Cabinet IP 55  1566-126E20X 12 600 x 500 x 580

SPCC T=1.0DIN Rail Mounting Bar \ 1 (Upon Request)

06U 500 X 400 Single Section Pole Mount Cabinet IP 55, including
DIN Rail Mounting Bar

1566-065C20X 06 500 X 400 X 300
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