
X : R2 (RAL 7035)

06U 600 X 400 Front Glass Single Section Pole Mount Cabinet IP6520C8-066C10X

Fans-90 CFM, 230V AC, 50Hz with Wire & Plug with Filter & 

Louvers at Front with Lock

19" 1U PDU, 6X5 Amps Indian Round Pin Socket, 6A Rocker Switch, 

6A Fuse 230V/50Hz, 0.75 Sqmm*3 Core, 1.5 Mtr Length cable, 5A Plug

1 Nos

1 Nos

1 Nos

Mounting Hardware (Pack of 20)

Items Quantity

1 Nos

Cantilever Tray 250-1U

09U 600 x 600 Single Section Pole Mount Cabinet-IP6520C8-096610X

12U 600 X 600 Single Section Pole Mount Cabinet IP6520C8-126620X

       www.nordencommunication.com
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Easy installation

Rain awnings on top.

Protection from dirt, dust, oil, and other non-corrosive material.

Complete protection from contact with enclosed equipment.

Support telegraph pole mounting.

157-degree opening type lockable metal door.

Material Cold Rolled and Cold Annealed ( CRCA ) Steel

Degree of protection IP65

Surface finish

Type Pole Mount

Powder coated

Side Panels Welded

Front Door 157-degree opening type lockable metal door

Loading capacity Max 45 kgs

The Easycab range of Pole mount cabinet IP65 is 
designed for external telecommunication purpose. The 
smart design and professional engineering provides 
easy installation and maintenance. It is comply with DIN 
41494 EN 61587-1:2012 , EN 60950-1:2006 standards.


