
The Smart cab range of Flush-Mount type wall mount 
cabinets is designed for home/office environments. The 
cabinet’s structure is welded and painted with an electro-
static powder-coated finish and will comply with ANSI/EIA, 
RS-310-D, IEC297-2, DIN41491, PART1, DIN41494:PART7, 
GB/T3047.2-92 standard and ETSI standard.

FLUSH MOUNT WALL CABINET

       www.nordencommunication.com
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FEATURES

Front double-vented doors with lock

Back wall mount panel

3U mounting plate inside the middle of the cabinet

Top, Bottom &amp; Sides with round cable holes with rubber cover

2 plastic rings and 2 module brackets on the top side

Adjustable 19” Mounting Profile

ORDERING INFORMATION

Part Number Description N.W (kg) Dimension (mm)

24U 600W x 150D Front Double metal Vented Door Single Section
Flush Mount Wall Cabinet

18B1-246290X 29 130x620x170

G.W (kg)

30

Material SPCC cold rolled steel

Degree of protection IP20

Surface finish Degrease, acid pickling, rust prevention and parkerizing,
pure water cleaning, static electricity powder coating

Loading capacity

Material thickness Mounting profile:1.5 mm, Others:1.00mm to 1.20mm

Color RAL9010(Pure White): RAL7035(Grey)

60 Kg
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