64MP BODY WORN CAMERA EYENOR
- ENC-HBCZF-10R-84

FEATURES

64MP Resolution

Smart IRup to 10 m

GPS, Wi-Fi / 3G / 4G, Bluetooth

32GB/ 64GB / 128GB/ 256GB/ 512GB (Standard

32GB)

Pre and Post Event Recording ‘ =D
4200mAh Lithium Rechargeable Battery \l  EYENOR
SPECIFICATION

Model No.
Type 64MP BODY WORN CAMERA
Image Sensor CMOS Sensor

Burst shooting 5/10/15/20/25

Digital Zoom 8x

Smart IR Upto10m

IR light Auto / Manual , IR LED -2 nos
Video Resolution (1920x1080, 2304x1296, 2560x1440) @ 30fps, (2668x1512) @ 25fps
Video Format MP4

CAMERA

Video Compression H.264/H.265
Audio Format WAV
g Image Resolution 64MP
=1 Image Format JPEG
8 GPS Function GPS coordinate recording
=1 Pre and Post Event Recording Supported
Snapshot Supported
0OsD Supported
Sound volume Supported

Dewarp Supported

Protocols TCP/IP, RTSP

Security AES 256 Encryption

Storage 32GB/64GB/128GB/256GB/512GB (Standard 32GB)
GPS Supported

Wi-Fi Supported

4G/ 3G Supported

USB Mini USB / USB-C

HDMI N/A

Built-in Mic Supported

INTERFACE

64MP BODY WORN CAMERA - GB - Version: 2.3

* Product specification and availability are subject to change without notice. o
www.nordencommunication.com/eyenor



64MP BODY WORN CAMERA EYENOR

- ENC-HBCZF-10R-84

Model No.
Type
Button

Built-in Mic
Auxiliary Light
Screen

APPEARANCE

Recording/ Voice recording/
Photograph

Searching/ Browsing
Local playback

Time Correction
Fault Alarm

Data Integrity

Log Record
Data Upload
Video split time
Pre-record time

SOFTWARE

Post-record time
Password Authentication
Sleepmode

Password protect

Auto power off

APPLICATION

Two way radio
Overwrite
Operating System
Battery Capacity

Battery Charging Time
Charging Method

Starting up prompt
Docking station connection
Working Temperature
Operating Humidity
Anti-Drop Height
Waterproof / Dustproof Rating
Standard Accessories
Optional Accessories
System Requirements
Dimensions

GENERAL

Net Weight

ORDERING INFORMATION

64MP BODY WORN CAMERA

PTT, IR / Laser, Audio Record, Power, SOS, Menu / OK, Up,
Down, Return / Playback, Record, Snapshot

Supported with noise cancellation

One white flashlight

2.0 inches -LCD color screen

Supported

Supported

Support video, audio, picture playback, support forward and back playback mode.
Device time will be corrected automatically or manually while connecting with docking station or GPS
Support low storage alarm, low battery alarm

All data will autosave while device shuts down suddenly

All operations will be auto recorded and not allow to delete and view any log record from device
USB, Wi-Fi, 3G /4G

5/10/15/30 min

60s

60s

Supported

Supported

To playback or change setting, the device requires a password
Supported

Supported

Supported

Linux

4200mAh Lithium Rechargeable Battery

(14 hours @ 1080p Recording Resolution)

(18 hours @ 720p Recording Resolution)

<4 hours (single battery)

USB port, Charging dock(1A), Car charging (USB ports)

Audible and Visual to indicate recording start and Stop

Supported

-40°C ~60°C

=90%

2 meters

P68

Shoulder clip 2pcs; USB cable 1pcs; Adapter 1pcs, Charger dock
Harness, Vehicle Mount Clip

Microsoft Windows 7, Microsoft Windows 8, Microsoft Windows 10

83.2x54.8x29.8 mm(L x W x H)
(mount and external device excluded)

145 g

ENC-HBCZF-10R-84 Body Worn Camera with 64MP Image Resolution, 2.0 inch LCD display, 10m IR distance, GPS and 1
Battery Life Supports up to 14* hours.

PACKING INFORMATION

ENC-HBCZF-10R-84

* Product specification and availability are subject to change without notice.

Carton Box - -

64MP BODY WORN CAMERA - GB - Version: 2.3

www.nordencommunication.com/eyenor



