
ITU-T G652.B OS1
ITU-T G652.D/G655/G657.A1/G657.A2 OS2
ITU-T G651.1 OM1 OM2 OM3 OM4
IEC60793-2-10  type A1a.1/A1b OM1/OM2
IEC60793-2-10  type A1a.2 OM3
IEC60793-2-10  type A1a.3 OM4
ISO/IEC 11801 , ISO/IEC 24702

ANSI/TIA/EIA 568C.3
RoHS Compliant Directive 2002/95/EC
LSZH: IEC 60332-1, IEC 60754, IEC 61034

Outer Jacket

FRP Strength Member

Loose Tube

Jelly Compound

Optical Fibre

Max. Tensile Load 1500 N 600 N

Max. Crush Load 1000 N/100 mm 300 N/100 mm

Operating Temp. -20 °C to +60 °C

Storage Temp. -40 °C to +85 °C

Sheath Material Standard: PE Optional: LSZH or other

3101-31002FXXCL 2 7.2 2.3 65.0 20D 10D

3101-31004FXXCL 4 7.2 2.3 65.0 20D 10D

3101-31006FXXCL 6 7.2 2.3 65.0 20D 10D

3101-31008FXXCL 8 7.2 2.3 65.0 20D 10D

3101-31012FXXCL 12 8.0 2.5 80.0 20D 10D

Water Proof Tape



3101 1=PVC
2=LSZH
3=PE

1 No. of 
Fibre

OM1=62.5/125 OM1
OM2=50/125 OM2
OM3=50/125 OM3
OM4=50/125 OM4
OS1=9/125 [G652.B] OS1
OS2=9/125 [G652.D] OS2
500=9/125 [G655] OS2
7A1=9/125 [G657.A1] OS2
7A2=9/125 [G657.A2] OS2

As noted

CL: BK(Black), OR(Orange), YL(Yellow), GN(Green), AQ(Aqua), RD(Red), BL(Blue) 

3101-31002FXXCL 2500 x 1 Wooden Drum 162.0 187.0 800 x 800 x 570

3101-31004FXXCL 2500 x 1 Wooden Drum 162.0 187.0 800 x 800 x 570

3101-31006FXXCL 2500 x 1 Wooden Drum 162.0 187.0 800 x 800 x 570

3101-31008FXXCL 2500 x 1 Wooden Drum 162.0 187.0 800 x 800 x 570

3101-31012FXXCL 2500 x 1 Wooden Drum 200.0 225.0 800 x 800 x 570

No. of
Tube
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