
NORDEN.UK

Tensile Strength 2700 N 900 N

Max. Crush Load 3000 N/100 mm

Impact Strength 5 Nm

Installation Temp. -30°C to +70°C

Operating Temp.

Storage Temp.

Sheath

-40°C to +70°C

-40°C to +70°C

Standard: HDPE, Optional: LSZH, PVC or other

4032-HQ0487A2CL

4032-HQ0967A2CL

4032-HQ1447A2CL
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Outer Sheath
Corrugated ECCS Tape

Water blocking tape (WBT)

Water swellable yarns (WSYs)

Embedded strength member

Bunch of Ribbons

Buffer Tube

ITU-T G652.B OS1
ITU-T G652.D/G655/G657.A1/G657.A2 OS2 
ITU-T G651.1 OM1 OM2 OM3 OM4 OM5 
IEC60793-2-10  type A1a.1/A1b OM1/OM2 
IEC60793-2-10  type A1a.2 OM3 
IEC60793-2-10  type A1a.3 OM4 
IEC60793-2-10  type A1a.4 OM5
ISO/IEC 11801 , ISO/IEC 24702
ANSI/TIA/EIA 568C.3

ROHS compliant Directive 2002/95/EC
LSZH: IEC 60332-1, IEC 60754, IEC 61034  

12 Fibre per Ribbon

Ripcord
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