
FLOOR STANDING CABINET - IP41

       www.nordencommunication.com

Material SPCC cold rolled steel

Deg. of Protection IP 41

Surface finish Degrease, acid pickling, rust prevention and parkerizing,pure
water cleaning, static electricity powder coating

Material thickness Mounting Profile:2.0 mm, Others: 1.50 mm
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The Easycab range of floor standing cabinet IP41 designed
with reliable 19" international structure. The smart design 
and professional engineering provides easy installation and 
maintenance. Comply with ANSI/EIA RS-310-D, IEC 297-2, 
DIN 41491, PART 1, DIN 41494, PART 7, GB/T3047.2-92, 
standard and ETSI standards.

STANDARDS

ANSI/EIA RS-310-D; IEC60297-2
DIN41494, PART1; DIN41494, PART7; ETSI

Width 800 mm

Depth 1000 mm

Height 47 U

Loading Capacity 600 Kg to 800 Kg

X: R1(RAL 9004), R2(RAL 7035), R3(RAL 9010)

FEATURES

Intelligent design ensures easy installation

Reliable 19" international structure, floor standing cabinets

Rear double perf door with Dust-proof cotton, Dust protection

Fans with sponge on the top. Drops of water protection

Front single perf door with Dust-proof cotton, Dust protection

The front & rears doors with the black rubber beading

Part Number Description Capacity (U) Dimension
(mm)

132V-478I44X 47U 800x1000mm IP41 Divide Prfor Door Cabinets 47 800 x 1000 x 2272

ORDERING  INFORMATION

PACKING INFORMATION

Part Number Packing Qty. Packing Mode N.W
(kg)

G.W
(kg)

Dimension
(mm)

1 x 1 Carton Box 160.0 174.0 880 x 1080 x 2272132V-478I44X
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