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ENC-ABU1V/3V/5V-30R-00

<52db

Support

2.8-12mm (Varifocal lens)

Auto

30M

Auto

IP66

1/3" Progress Scan CMOS 1/2.8" Progress Scan CMOS
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FEATURES

Low Illumination, 0.1Lux, 0 Lux (IRON) 

Auto Realize Color to B/W, Auto BLC

Auto Color to Black, Day/Night Surveillance, Motion Detection

Special: Image Anti-shake/Freeze, Privacy Mask

Field of View

o120

30M IR AHD Varifocal Lens Bullet Camera

1/3" Progress Scan CMOS
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IR Cut Filter

DC12V
o o

-10 C to +45 C

1.0Vp-p.75Ω

IR Sync. Control, Support smart IR

Image sensor

S/N Ratio

OSD Menu

Lens

White Balance

IR Distance
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SPECIFICATION

Onvif Day & NightMotion Detection 30M  IR

30M

Water Proof

IP66

O
SD

AGC

Day & Night Mode

IR CUT

Video Input

Power Supply

Working Temperature

Protection Level
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EL Model No.

Type 1MP IR AHD Bullet Camera 1.3MP  IR AHD Bullet Camera 2MP  IR AHD Bullet Camera

ENC-ABU3V-30R-00 ENC-ABU5V-30R-00ENC-ABU1V-30R-00

Dimension

Weight

PAL/NTSCSignal System

Auto Electronic ShutterExposure

InternalSync. System

Color: 0.1Lux F1.2; B/W: 0 Lux, IR ONMin. Illumination

AutoBLC

268.7(L)X108.4(W)X89.9(H)

0.73 kg

IR 30M, IP66

BLC



Dimension Unit: mm

www.nordencommunication.com/eyenor

30M IR AHD Varifocal Lens Bullet Camera

ENC-ABU1V/3V/5V-30R-00

Ordering Information

Packing Information

ENC-ABU1V-30R-00 1MP IR AHD Bullet Camera with 2.8~12mm Varifocal Lens and 30M IR support

Part Number Description Standard Quantity

1

Part Number Packing Mode

Carton Box 0.73

Gross Weight (kg) Dimension (mm)

ENC-ABU3V-30R-00 1.3MP IR AHD Bullet Camera with 2.8~12mm Varifocal Lens and 30M IR support 1

ENC-ABU5V-30R-00 2MP IR AHD Bullet Camera with 2.8~12mm Varifocal Lens and 30M IR support 1

Carton Box 0.73

Carton Box 0.73

269 X109 X 90ENC-ABU1V-30R-00

ENC-ABU3V-30R-00

ENC-ABU5V-30R-00

269 X109 X 90

269 X109 X 90
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